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TEMPORARY POWER POLE

RIGID
SERVICE CONDUIT CONDUCTOR
100 A 11/4” #1 AL OR #3 CU 75°
200 A 2" 4/0 AL OR 3/0 CU 75°

POWER COMPANY (USERC)
APPROVED RAINTIGHT 4 TERMINAL
SINGLE PHASE 100 AMP OR 200
AMP METER SOCKET

RAINTIGHT SERVICE PANEL
WITH MAIN BREAKER

ALL RECEPTACLE GROUND FAULT

PROTECTED (GFCI) WITH
WEATHERPROOF COVER

4"X 6”"X 20" POLE OR CLASS 6
UTILITY POLE (NPC STD—700)

1/2" CONDUIT

GROUNDING CONDUCTOR 100 AMP
USE #8 CU 200 AMP USE #4 CU

SREEKL
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8 GROUND ROD 1/2”
COPPER OR 1/2"
COPPER/STEEL OR 5/8”"
STAINLESS STEEL
INSTALLED IN
ACCORDANCE WITH
250.51(G) 2002 NEC

29

MINIMUM 10" OVER
WALKING SURFACE

MINIMUM 12" OVER
DRIVEWAY, RESEDENTIAL

MINIMUM 18" OVER
ROADWAY (FOR NORTH
LAS VEGAS 22')

STRAP WITHIN
12” OF ENDS
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GRADE

4’ MIN.

230.24(B) NEC

BOTH ENDS OF

METAL CONDUIT
SHALL BE BONDED
TO GROUNDING

CONDUCTOR.
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